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LISTING OF CLAIMS 

1 . (CANCELLED). 

2. (Currently amended). The method of claim [[1]] 47, further comprising the step of: 
transmitting tho d i g i ta l roprosontat i on said program in said digital format over a 

network to said storage/distribution device . 

3. (Currently amended). The method of claim 2, further comprising the step of: 
sharing said program in a digital format tho dig i ta l roprosontat i on in a peer-to-peer 
network configuration. 

4. (Currently amended). The method of claim [[1 ]] 47, further comprising the step 
of recording the digital representation onto a digital storage medium. 

5. (PREVIOUSLY PRESENTED). The method of claim 4 wherein the recording is 
performed on a transportable digital storage medium. 

6. (Currently amended). The method of claim [[1 ]] 47 further comprising th e st e p of 
compressing th e d i g i ta l r e pr e s e ntat i on said program in a digital format and storing the 
compressed d i g i ta l r e pr e s e ntat i on program . 

7-11 (Cancelled). 
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12. (CURRENTLY AMENDED). A system for automatically creating a digitized copy 
of a r e cord e d program from a separat e digital video recorder, said digital video 
recorder generating a control signal wirelesslv to a separate external device 
remote from said digital video recorder indicating the commencement or 
conclusion of playback o f sa i d r e cord e d the program by said digital recorder for 
the recording or presenting of said program by said separate external device , 
said digital video recorder selectively outputting said r e cord e d program in an 
analog format as an output s i gnal i nc l ud i ng a r e sp e ct i v e ana l og v i d e o compon e nt 
and an ana l og aud i o compon e nt, J he system comprising: 

a digitizer that is separate from the digital video recorder and said external 
device, said digitizer having a receiver intercepting on a wireless channel said control 
signal and an analog-to-digital video converter receiving said program in an analog 
format in response to said control signal and digitizing th e ana l og v i d e o compon e nt to 
cr e at e a d i g i t i z e d v i d e o s i gna l man ana l og - to - digita l aud i o conv e rt e r r e c ei v i ng and 
d i g i t i z i ng th e ana l og aud i o compon e nt to cr e at e at le ast on e d i g i t i z e d aud i o s i gna l and 
an ana l og output outputt i ng sa i d ana l og v i deo and aud i o compon e nts said program in 
an analog format and converting said program in an analof format into a converted 
program, , and a r e c ei v e r for i nt e rc e pt i ng sa i d contro l s i gna l from th e d i g i ta l v i d e o 
r e cord e r, and i n r e spons e to sa i d contro l signa l , caus i ng sa i d aud i o and v i d e o 
conv e rt e rs to act i vat e th e r e by g e n e rat i ng said d i g i t i z e d v i d e o and aud i o s i gna l s ; and 

a diqital-storage /distribution device4o F selectively - storing and distributing the 
digitized video signal and the digitized audio signal. 
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1 3. (Currently amended). The system of claim 1 2 wherein said program in an analog 
format includes an analog video component and an analog audio component; wherein 
said digitizer includes a video section converting said analog video component into a 
corresponding digitized video signal and an audio section converting said analog audio 
component into a corresponding digitized audio signal, further comprising a first 
compression unit that compresses the digitized video signal to produce a compressed 
digitized video signal, and a second compression unit for compressing the digitized 
audio signal to produce a compressed digitized audio signal. 

14. (Cancelled). 

1 5. (PREVIOUSLY PRESENTED). The system of claim 1 3, wherein the first 
compression unit is computer based software utilizing at least one video compression 
algorithm. 

16. (ORIGINAL). The system of claim 15, wherein the computer based software is 
augmented by an electronic circuit that accelerates the at least one video compression 
algorithm. 

17. (Currently amended). The system of claim [[12 11 13 , further comprising: 

a transmitter for transmitting the digitized video signal and the digitized audio 

signal. 
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18. (Currently amended). The computer system of claim [[1 2]] 13, further comprising: 
a network interface subsystem for sharing the digitized video signal and the digitized 
audio signal with other computer systems on a computer network. 

19. (ORIGINAL). The system of claim 18 wherein the network interface subsystem is 
a client-server computer network. 

20. (ORIGINAL). The system of claim 1 8 wherein the network interface subsystem is 
a peer-to-peer network configuration. 

21 . (Currently amended). The system of claim [[1 2]] 13 further comprising: 

a storage system with removable medium for storing the digitized video signal and the 
digitized audio signal on a write-once removable medium. 

22. (Currently amended). The system of claim [[1 2]] J3 further comprising: 

a storage system adapted for use with a removable medium for storing the digitized 
video signal and the digitized audio signal on a rewritable removable medium. 

23. (CURRENTLY AMENDED). A method for automated copying of content from a 
d ig ital v i d e o r e cord e r device, the digital device receiving the content and selectively 
transmitting the content in an analog format to a separate external device for storing 
and/or presentation to a viewer, the digital device sending a wireless control signal to 
the external device, the wireless control signal including information indicating the 
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initiation of the transmittal of the content in an analog format to the external device to 
start handling the content in an analog format , the method comprising the steps of: 

g e n e rat i ng a_command s i gna l by th e dig i ta l v i d e o r e cord e r wh e r ei n th e 
command s i gna l i s i nd i cat i v e of th e i n i t i at i on of a p l ayback of cont e nt from th e d i g i ta l 
v i d e o r e cord e r, sa i d command s i gna l b e ing g e nerat e d for th e contro l of an ana l og v i d e o 
r e cord e r; 

intercepting said wireless command signal by a digitizer, said digitizer further 
being connected by a connector to the digital device to receive the content in an analog 
format intended by the digital device for the external device, and a v i d e o s i gna l from th e 
d i g i ta l v i d e o r e cord e r by a d i g i t i z i ng d e v i c e that i s , the digitizer being separate from said 
digital v i d e o r e cord e r device and from the external device sa i d ana l og v i d e o r e cord e r , 
wh e r ei n th e v i d e o s i gna l i s an analog s i gna l conta i n i ng th e cont e nt and wh e r ei n th e 
ana l og s i gna l conta i ns a v i d e o compon e nt ; 

digitizing the content in an analog format into content in a digital format 
v i d e o compon e nt s i gna l by th e d i g i t i z i ng d e vic e to cr e at e a d i g i t i z e d v e rs i on of th e 
contsnt' 

d i g i t i z i ng th e i nformat i on ; and 

format 

transm i tt i ng sa i d v i d e o s i gna l to said ana l og v i d e o r e cord e r . 

24. (Currently amended). The method of claim 23, further comprising the step of: 
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transmitting the d i g i t i z e d v i d e o compon e nt and th e d i g i t i z e d i nformat i on the content in a 
digital format over a network. 

25. (Currently amended). The method of claim 23, further comprising the step of: 
sharing the content in a digital format and th e d i g i t i z e d i nformat i on by th e 

d i g i t i z i ng d e v i c e J n a peer-to-peer network configuration. 

26. (Currently amended). The method of claim 23, further comprising the step of: 
recording the d i g i t i z e d v i d e o compon e nt and th e d i g i t i z e d i nformat i on content in 

a digital format onto a transportable digital storage medium. 

27. (PREVIOUSLY PRESENTED). The method of claim 26 wherein said digital 
storage media is an optical media. 

28-42 (Cancelled). 

43. (PREVIOUSLY PRESENTED). The apparatus of claim 1 8 wherein said 
subsystem further includes a recording member that records said digitized version on a 
digital media. 

44. (Currently amended). A system for recording content on in a digital format for 
distribution, wherein compr i s i ng: 

a cfeHtal-personal video recorde r provides a program in an analog format to an 
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an analog video recorder separated from sa i d d i g i ta l v i d e o the personal video 

recorder ; and a wireless control signal is transmitted from the personal video recorder to 
the analog video recorder, the wireless control signal indicating when the analog video 
recorder should start recording the program in an analog format, the system 
comprising :^ -aftd 

a digitizer separate from said - the d i gita l personal video recorder and sa4d-the 
analog video recorde r, said digitizer being connected to the personal video recorder to 
receive the program in an analog format in response to said wireless control signal, said 
wireless control signal being intercepted by the digitizer ; 

wh e r ei n sa i d p e rsona l v i d e o r e cord e r rec ei v e s cont e nt and a us e r command to 
caus e sa i d cont e nt to b e record e d by sa i d ana l og v i deo r o cord o r on an ana l og m e d i a, 
sa i d p e rsona l v i d e o r e cord e r furth e r s ele ct i v el y transmitt i ng a r e cord command and a 
v i d e o s i gna l conta i n i ng sa i d cont e nt to said ana l og v i d e o r e cord e r; and 

wh e r ei n sa i d d i g i t i z e r i nc l ud e s a command r e c ei v e r i nt e rc e pt i ng sa i d r e cord 
command and sa i d v i d e o s i gna l , said d i g i z e r digitzer being configured to f urther 
conv e rt i ng sa i d v i d e o s i gna l convert said program in an analog format into a program in 
a digital format i n r e spons e to sa i d r e cord command and conv e rt i ng sa i d v i d e o s i gna l 
i nto a d i g i ta l format and r e cord i ng_sa i d v i d e o signa l i n sa i d d i g i t al format i n a d i g i ta l 



45 (Currently amended). The system of claim 44 wherein the v i d e o s i gna l program in 
an analog format includes an analog video and an analog audio component and said 
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digitizer converts said analog audio and video components into corresponding digital 
audio and video components and to store said components. 

46 (PREVIOUSLY PRESENTED). The system of claim 45 wherein said digitizer 
includes a digital recorder for recording said digital component on a digital recording 
media. 

47 (NEW). In a system including a digital device receiving a program in a digital 
format, said digital device selectively generating an analog output signal including said 
program in an analog format and a command signal, said command signal being a 
wireless signal intended to control an analog device separate from the digital device to 
cause said analog device to receive and process said analog output, said system 
further including a digitizer system, a method comprising: 

intercepting said command by said digitizer; 

in response to said intercepted command, receiving said analog output signal 
including said program in said analog format; 

converting said program in said analog format into a program in a digital format; 

and 

presenting said program in a digital format to a storage/distribution device. 

48 (NEW). The method of claim 47 wherein said system further includes an IR 
blaster coupled to said digital device and generating an IR command signal intended for 
the analog device, wherein said digitizer system intercepts said IR command. 
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49 (NEW). The method of claim 47 wherein said storage/distribution device 
stores said program in a digital format and stores the same. 

50 (NEW). The method of claim 47 wherein said storage/distribution device 
transmits said program in a digital format to another device separate from said 
storage/distribution device. 

51 (NEW). The method of claim 47 wherein said storage/distribution device is 
integral with said digitizer device. 

52 (NEW). The method of claim 47. wherein said digitizer receives said program 
in a digital format over a connector extending to the digital device. 

53 (NEW). The method of claim A wherein said digitizer is coupled to said digital 
device and analog device by a first and second cable connection respectively further 
comprising receiving said program in an analog format on said first connection and 
selectively transmitting said program in said analog format on said second connection to 
said analog device. 
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